&

Swasan

speciality polymers

‘”J'

Taprath

speciality films

“Polymer House”, Plot No.9/86, Janki Devi School Road,
Mhada, Lokhandwala, Andheri (West), Mumbai - 400 053
Ph : 022-26328205/06

Mob : +91 9320117905 / 9321117902 / 9324274816 / 9820190165
E-mail : sales@swasangroup.com. swasan@swasan.co.in

WWWw.swasan.co.in

SWAFUSE

HOT MELT COATED FUSING BACKER

for leather and leather products



PRODUCT SPECIFICATIONS

50/100 MTR Rolls

50/100 MTR Rolls

50/100 MTR Rolls

GRADE SWAFUSE 40 SWAFUSE 70 SWAFUSE 120 SWAFUSE 300

Product | VeryThin Hot Melt| Thin Hot Melt Medium Hot Melt Thick Hot Melt
Coated Spunlace | Coated Spunlace | coated Spunlace coated Spunlace

Melting 70-80°C 70-80°C 85-90°C 95-100°C

Range ) ) ) )

Time 6-8 Seconds 6-8 Seconds 8-10 Seconds 10-12 Seconds
0.95 MTR width | 0.95 MTR width | 0.95 MTR width 0.95 MTR width

Size X X X X

50/100 MTR Rolls

Please note that above products can also be available in WOVEN FABRICS / FABRIC of your choice.
other coated thickness/gramages also available upon request.
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SWAFUSE

HOT MELT COATED FUSING BACKER
INTERLINING / REINFORCEMENT

Manufactured for the First time in India by SWASAN GROUP -
LOW TEMPERATURE HOT MELT COATED PRODUCTS FOR RAW LEATHER, FINISHED

LEATHER AND LEATHER PRODUCTS.

SWAFUSE - backers are essentially very flexible SPUN LACE NON-WOVENS extruded with
LOW TEMPERATURE HOT MELT COMPOUNDS that can be FUSED or LAMINATED
on the back of LEATHER at 70-100 C without spoiling the feel of the leather.

SWAFUSE gives perfect BODY and BACK-UP THICKNESS along with a very SUPPLE and
SOFT FEEL to LEATHER for further processing and easy of application.
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